Application No. 10/679,400 
Response Dated August 23, 2005 
Reply to Non-Final Office Action of May 24, 2005 

AMENDMENTS TO THE CLAIMS 

Please CANCEL claim 15 without prejudice or disclaimer. 
Please AMEND claims 12-14, 16 and 18 as shown below. 
Please ADD claims 19-22 as shown below. 

The following is a complete list of all claims in this application. 



1 . (Original) A two-way backlight assembly comprising: 
a light source generating light; 

a light guide plate having a first exit surface and a second exit surface facing the 
first exit surface, the light guide plate receiving the light from the light source and 
emitting the received light through the first and second exit surfaces; 

a main mold part receiving the light source and light guide plate; 

a first optical sheet disposed on the first exit surface of the light guide plate; 

a light-amount control sheet disposed on the second exit surface; 

a receiving container having an opening through which the light-amount control 
sheet is partially exposed, the receiving container being coupled to the main mold part 
so as to fix the light-amount control sheet to the main mold part; 

a second optical sheet disposed on the opening of the receiving container; and 

a sub mold part being coupled to the receiving container so as to fix the second 
optical sheet to the receiving container. 
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2. (Original) The two-way backlight assembly of claim 1 , wherein the sub 
mold part comprises a black color so as to prevent reflection of the light from the sub 
mold part, which is exited through the second exit surface. 

3. (Original) The two-way backlight assembly of claim 1 , further comprising a 
black colored tape disposed between the sub mold part and the receiving container so 
as to prevent leakage of the light at an end portion of the sub mold part. 

4. (Original) The two-way backlight assembly of claim 1 , wherein the light 
source comprises at least one light emitting diode. 

5. (Original) The two-way backlight assembly of claim 1 , wherein the light- 
amount control sheet comprises a reflection/transmission sheet that reflects a portion of 
the light exited through the second exit surface and transmits a remaining portion of the 
light. 

6. (Original) The two-way backlight assembly of claim 5, wherein the second 
optical sheet comprises: 

a diffusion sheet improving uniformity of the light provided from the light-amount 
control sheet; and 

at least one prism sheet improving brightness of the light provided from the light- 
amount control sheet. 
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7. (Original) A two-way backlight assembly comprising: 
a light source generating light; 

a light guide part having a first light guide plate guiding a portion of the light from 
the light source in a first direction and a second light guide plate guiding a portion of the 
light from the light source in a second direction opposite to the first direction; 

a receiving container receiving the light source and the light guide part and 
having an opening formed at a bottom surface thereof; 

a main mold part being coupled to the receiving container so as to fix the light 
source and the light guide part to the receiving container; and 

a sub mold part being coupled to a position corresponding to the opening of the 
receiving container, the sub mold part having a black color so as to prevent reflection of 
the light exited in the second direction. 

8. (Original) The two-way backlight assembly of claim 7, wherein the light 
guide part further comprises a reflection plate disposed between the first and second 
light guide plates so as to reflect the light from the light source in the first and second 
directions. 

9. (Original) The two-way backlight assembly of claim 7, further comprising a 
first optical sheet disposed on the first light guide plate so as to improve optical 
properties of the light exited in the first direction. 



4 



Application No. 10/679,400 
Response Dated August 23, 2005 
Reply to Non-Final Office Action of May 24, 2005 

10. (Original) The two-way backlight assembly of claim 7, further comprising a 
second optical sheet disposed on the second light guide plate so as to improve optical 
properties of the light exited in the second direction. 

1 1 . (Original) The two-way backlight assembly of claim 7, wherein the second 
light guide plate has an area smaller than that of the first light guide plate. 

12. (Currently Amended) A two-way liquid crystal display ( LCD) apparatus A 
comprising: 

a main backlight assembly including: 

a light source g e n e rating li ght [[,]]; 

a light guide part having a first surface and a second surface gu i ding th e 
li ght from tho l ight sourc e in a first d i r o ction and a s e cond d i rect i on opposite to 
the first dir e ction ^,]]; and 

a main mold part receiving the light source and the light guide part; 
a main LCD panel disposed on the first surface of the light guide part: 
a container receiving the main backlight assembly and having an opening 
exposing a portion of the second surface of the light guide part: 

a sub backlight assembly disposed on the second surface of the light guide part 
corresponding to the opening of the container and including: i n th e s e cond d i r e ction, th e 
sub back l ight ass e mb l y i nc l ud i ng 

a first optical sheet i mproving optica l properties of th e l i ght e xit e d i n th e 
s e cond d i r e ction; and 
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a sub mold part fixing the first optical sheet to the main mo l d part backlight 
assembly ; and 

a main LCD panel ass e mbly dispos e d on th e main backl i ght assemb l y; and 
a sub LCD panel assembly disposed on the sub backlight assembly. 

1 3. (Currently Amended) The two-way LCD apparatus of claim 1 2, wherein 
the sub mold part compris e s a is black co l or so as to prev e nt r e fl e ction of th e l ight 
e xit e d to tho second dir e ct i on . 

14. (Currently Amended) The two-way LCD apparatus of claim 12, wherein 
the main backlight assembly further comprises a reflection/transmission sheet disposed 
in th e s e cond dir e ction of on the second surface of the light guide parMbe 
refl e ct i on/transm i ssion sh ee t r e flect i ng a port i on of the li ght e x i t e d i n the second 
d i r e ct i on and transm i tt i ng a r e main i ng portion of th e l ight . 

15. (Cancelled) 

16. (Currently Amended) The two-way LCD apparatus of claim 12, wherein 
the main backlight assembly further comprises a second optical sheet disposed on the 
first surface of the light guide part i n th e first dir e ction of th e light guide part, th e s e cond 
optica l sh ee t i mproving opt i ca l prop e rt i es of th e l ight e xit e d i n th e first d i r e ction . 
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17. (Original) The two-way LCD apparatus of claim 12, wherein the sub 
backlight assembly has an area smaller than that of the main backlight assembly. 

18. (Currently Amended) The two-way LCD apparatus of claim 17, wherein 
the sub backlight assembly is positioned at a position corresponding to a center portion 
of the main backlight assembly. 

19. (New) A liquid crystal display (LCD) device, comprising: 
a first backlight assembly unit comprising: 

a light source unit; 

a light guiding unit having a first surface and a second surface; 
a reflection/transmission sheet disposed on the second surface of the light 
guiding unit; 

a first mold frame receiving the light source unit, the light guiding unit and 
the reflection/transmission sheet; and 

a container receiving the first mold frame and having an opening exposing 
a portion of the second surface of the light guiding unit; 

a first LCD panel assembly disposed on the first surface of the light guiding unit; 
a second backlight assembly unit disposed on the second surface of the light 
guiding unit corresponding to the opening of the container and comprising: 
a first optical sheet; and 

a second mold frame fixing the first optical sheet to the first backlight 
assembly unit; and 
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a second LCD panel assembly disposed on the second backlight assembly unit. 



20. (New) The LCD device of claim 1 9, wherein the first backlight assembly 
unit further comprises a second optical sheet formed on the first surface of the light 
guiding unit. 

21 . (New) The LCD device of claim 1 9, wherein the second backlight 
assembly unit has an area smaller than that of the first backlight assembly unit. 

22. (New) The LCD device of claim 19, wherein the second backlight 
assembly unit is positioned corresponding to a center portion of the first backlight 
assembly unit. 
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